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Confirm the Throughput and Bandwidth
Assess the physical layer using the Network Vitals view, and confirm whether the media is reaching its destination by 
examining the Ethernet throughput and bandwidth, and TCP/IP statistics for the media transport.

Examine the Video Control Signaling and Response  Times
Use the Video Control view to examine IGMP/ICC signaling and channel zap times, and RTSP signaling and command 
response times. View the histogram for a quick glance of any variability in the channel zap times experienced by the 
individual viewer.

IP traffic is being  
propagated from a single 

network source to  
multiple destinations.

Maximum numbers of IP 
Multicast Packets

Actual number of 
packets sampled for the 

selected statistic.

All active viewers are 
recognized by the analyzer.

The analyzer calculates 
the viewer’s channel zap 
and response times, and 
the join and leave times.

Channel zapping 
for this viewer is 

consistent at less than 
250 ms, which is an 
acceptable value.

Use the histogram to 
confirm the joins and leaves 
for the active viewer who 

joins a multicast.
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Examine IGMP Multicast Group Interactions and Durations
Use the Active IGMP measurement to analyze the communication between an IGMP host, the multicast routers, and 
multicast source hosts in a group. You can track when an IGMP host joins a multicast group, view the queries from a 
multicast router to the IGMP host, and see the IGMP host’s responses to the queries, which reveal the active viewers in each 

multicast group. IGMP versions 2 and 3 are supported.

Active multicast 
groups are discovered 

automatically.

Dramatic reduction in 
the number of viewers 
occurs in this sample 

multicast group.

Statistics are 
calculated in real time 
for the selected IGMP 

multicast group.

The Multicast zap time 
is 472 ms.

Use the histogram to see the viewers who join or leave 
a multicast group, along with queries from the IGMP 

multicast routers. Reported RTSP commands include play, 
pause, fast forward, rewind, and stop.
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Troubleshooting Network Problems and Interpreting the Results

To assess the triple play network and troubleshoot QoS and QoE problems,  it is always good practice to begin testing at 
the Super Head End (SHE) Encoder output, as this Encoder generates a Program Clock Reference (PCR) for each transport 
stream. During the network assessment, the Service Provider works with the teams responsible for the major areas of the 
network, from the SHE, to the IP/MPLS Transport Network, to the Video Hub Office (VHO), and the Home Network. Several 
significant problems are encountered in this scenario.

Assess the PCR Jitter at the SHE Encoder  Output
The SHE converts the satellite feed into an MPEG transport stream, which includes video and audio in multiple languages. 
The SHE Encoder sets the PCR for the stream, which provides the timing for the MPEGtransport stream. The Encoder also 
generates the GOP pattern of I, P, and B frames for the video, and the Picture in Picture (PIP). To verify whether the Encoder 
is sending the correct data, the Triple Play Analyzer monitors the Encoder output and reports statistics on the transport 
stream.

As shown in the following MPEG2-TS view, the IPTV streams are experiencing excessive amounts of PCR Jitter. When PCR 
Jitter occurs at the Encoder, it affects the synchronization of the audio and video in the MPEG transport stream.
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The Service Provider must communicate the excessive PCR Jitter to the Content Provider to resolve the problem.

Measure the Media Delivery Index in Delay Factor and Loss Rate
In the IP/MPLS transport network, QoS of the triple play network is measured by the Media Delivery Index (MDI), which 
includes two measurement components for the Delay Factor (DF) and the Loss Rate (LR). The DF measures variances of 
the inter-arrival time of IP packets. The LR measures the number of packets lost in the transport stream over a specific 
period of time.

PCR Jitter is occurring 
at the SHE encoder 

output, and is adversely 
affecting the MPEG2-

TS streams.

The throughput for 
the selected IP address 
shows that the data 
is being transported 

through the network.

ETSI TR 101 290 events 
show adherence to 
requirements for 

DVB. Here, the PCR 
jitter values are not 

acceptable.

Although the elementary streams are 
marked and the viewer is enabled, the 
video will not render due to the jitter. 
Lip sync problems are also revealed 

when listening to the audio.

Continuity Count errors 
are occurring on the 

network.

Audio and video packets 
are being received, but 

the quality may be 
compromised.
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MDI-DF and MDI-LR measurements are calculated and displayed in the MPEG2-TS view. During these measurements, notice 
that the delay factor in the transport stream is approximately 3 seconds. Using the MDI-DF calculation, the Service Provider 
can estimate that the network element buffer must be large enough to account for 3 to 4 seconds of data.

As part of ensuring end users with a high QoE, the MDI Delay Factor is accounted for by the buffer in the network element. 
However, the MDI Loss Rate is not acceptable, as it can render poor quality in the video.

The analyzer 
calculates statistics 
for all active IPTV 
and VoD streams. 

Actual counts appear 
in the statistics 

tables.

ETSI TR 101 290 
statistics reveal the 
adherence of the 

transport network 
to the guidelines 
defined for DVB 

systems.

The DF component of MDI 
reveals delay in the transport 

stream.

The LF component of MDI 
reveals data loss in the 

transport stream.
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Monitor the GOP Pattern  and I, B, P Frame Lost Packets
In the VHO, the analyzer monitors the MPEG GOP frame pattern to ensure that the encoder is sending the correct frame 
pattern.

The analyzer monitors the frame statistics to determine if packets are lost during the video transport.

The selected viewer’s video 
statistics appear below.

The MOS degradation 
(MOSd) values show the 

drop in Video MOS since the 
start of the transport.

The GOP pattern confirms 
that the video sent from the 

SHE encoder is correct.

This “I” frame has not lost any 
video packets. Because the “I” 
frames comprise the primary 
images in the video, a loss of 
“I” frames can reveal major 

dropouts in the video stream.

Even if the “I” frames are intact, 
packet losses can occur in the 

major predictive “P” frames and 
the bidirectional “B” frames, 

and these losses can impact the 
quality of the video.
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Measure Out of Sequence RTP Packets
When an RTP video stream is interrupted by jitter, packets in that stream can be forced out of sequence, which can degrade 
the video quality.

Measure  Max Zap Times
At the home network, the analyzer monitors IGMP/ICC signaling and channel zap times.

The analyzer measures a user’s experience in channel zapping (changing of channels) at the set-top box (STB).

Examine jitter for the active 
video stream. Inactive video 
streams drop out of the list.

Jitter is occurring on the 
selected active video RTP 

stream, causing the real-time 
transport of the video to 

experience problems with 
frame sequencing.

Sequencing problems are 
revealed by the Min and Max 
Out-of-Sequence values. The 

loss parameter (hole size, 
duration, and distance) is 

measured according to RFC 
3357, and determines the 

performance of 
real-time packet voice and 

video applications.

RTP MOS is used for VoIP 
streams only.
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Monitor IP Multicast  Utilization
IP Multicast is used to send data to multiple recipients simultaneously. When a customer changes channels to join an IPTV 
program, an IGMP join request is sent to a multicast replicator, which sends the IP multicast video stream over UDP to the 
customer’s STB. The Triple Play view shown earlier confirmed that the UDP protocol is being used.

IGMP zap times are 
above normal up to 
this point, and then 

drop off.

The customer at the 
selected IP address is 
experiencing some 

variability in channel 
changing times, 

from 500 ms (which 
is acceptable) to 2 
seconds (which is 

unacceptable).

An unacceptable zap 
response time of 2 

seconds is the type of 
delay that can cause 

viewers to complain to 
their service providers.

The number of 
multicast packets 

sent in the MPEG2-TS 
streams over TCP/IP 
is average or above, 

indicating the IP 
multicast routing 

through the network 
is acceptable.

By delivering a 
single stream of 

audio and video to 
multiple recipients 

simultaneously, 
network traffic is 

reduced, causing the 
network bandwidth to 

be used efficiently.

The analyzer calculates the actual number of multicast 
packets making their way through the network.
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Assess the Video MOS Degradation for a Stream
The MOS degradation performance metric, which is calculated on a scale of 1 to 5, measures the impact of the transport 
network performance on the video content.

Examine Continuity Count Errors, with Thresholds Exceeded
As shown earlier, when assessing the PCR jitter at the SHE Encoder output, Continuity Count (CC) errors were beginning 
to occur.

The analyzer calculates Video MOS 
for the selected video stream.

Detailed MOSd values for the 
stream reveal a high degradation in 
MOS, meaning poor quality in the 

video, or no video at all if the MOSd 
value is excessive. Acceptable values 

depend on the network design.

The graph of MOS degradation reveals 
consistently high MOSd values. 

This analysis indicates fundamental 
problems such as congestion in the 

transport network.

CC errors have exceeded 
the set thresholds, and the 
analyzer is reporting event 

notifications.

About 10 percent of the 
received packets have 

experienced CC errors. These 
errors indicate differences 
between the data in the 

packets sent and the packets 
received for each PID, which is 
compromising the quality of 

the transport stream.

Both the video and audio PIDs in the transport stream are 
experiencing  CC errors. To determine where the errors are occurring, 

it is necessary to view the decoded data in the Network Analyzer 
software, as described next.
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Convert the Data File

To analyze the CC errors in detail, convert the Triple Play Analyzer data file, C:\DataCapture.buf, as specified earlier when 
configuring the data source, and start the Network Analyzer software. Viewing the decoded data in post-process mode in 
the Network Analyzer software assists in finding the source of the problems. 

Click Tools, and Convert 
File From .Buf to .Dat 
to convert the Triple 

Play Analyzer data file 
to a Network Analyzer 

data file.

Click the Convert  & 
Launch button to 

generate an equivalent 
Network Analyzer 

data file and start the 
Network Analyzer 

software. The next step 
is to view the decoded 
data in the Network 
Analyzer software.
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Search the Network Analyzer Decodes for CC Errors
When the Network Analyzer software starts, the Decode view displays details for all frames captured by the Triple Play 
Analyzer, including errors in continuity counts. With its comprehensive suite of supported protocols, the Network Analyzer 
software easily decodes the data.

Interpreting the Results
Although the Content Provider is sending valid data, as is evidenced by the GOP pattern, the PCR jitter at the SHE encoder 
output is causing problems in the video and audio media as the streams are transported through the network. The PCR jitter 
forced some of the RTP packets out-of-sequence, which generated problems in routing the packets through the IP/MPLS 
transport network.

The 3-second delay factor in the Media Delivery Index revealed a delay in the transport stream, but it may be negligible 
at the home network  if the STB contains enough memory to buffer the delay. However, the loss rate component of the 
MDI measurement revealed loss of data in the video quality. The Video MOS Degradation measurement confirmed that the 
quality of the video had degraded to the point that it was no longer able to be rendered.

These problems are propagated to the end user at the home network by way of poor audio and video quality and slow 
channel zapping response times. Other devices at the home network experience these problems also, including delays in the 
audio and video media transport over IPTV to the end-user PCs, and noise and dropout in telephone line sessions.

Some of the problems found in this test scenario can occur at multiple points in the triple play network, such as at the 
output of each encoder, or each A Server,  D Server, or VoD Server. By using the JDSU Triple Play Analyzer to test at multiple 
points in the triple play network, providers and network administrators can be sure to locate errors that occur in the major 
parts of the network - Super Head End (SHE), IP/MPLS Transport Network,  Video Hub Office (VHO), and Home Network.

The Network Analyzer 
software starts and 

displays the decoded data 
captured over Ethernet.

Viewing the decoded data 
reveals the MPEG2-TS 

packets and their associated 
Continuity Counter values.

The following CC value  is a 
non-incremental number, 
indicating that a CC error 
occurred in this packet.

The Continuity Counter 
resumed normal counts, and 

data capture continued.

CC errors are all occurring on the same PID.
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Conclusion

Solving problems in a triple play network requires an understanding of the resulting measurement data. Having nominal 
measurement values defined before the problem occurs, and after the problem is fixed, can help ensure that the original 
quality is met.

Analyzing the QoS and QoE of a triple play network requires investigating the media transport streams from the SHE, 
through the IP/MPLS network and the VHO, to the home network.

Errors can occur where least expected. And complications can arise in interpreting the variability of statistics in the end-to-
end media transport, because the values can vary depending on where measurements are taken in the triple play network. 
To this end, service agreements between Content Providers and Service Providers must provide a means for interactive 
troubleshooting at each major point of the media transport through the triple play network.

To ensure high QoE for end users, complete triple play support for voice, video, and data is accomplished quickly with the 
JDSU Triple Play Analyzer, with support for measuring MPEG transport and ability, network transport issues, and loss pattern 
metrics, among many other statistics. 

Triple Play Analyzer Data Acquisition Use Models
The JDSU Triple Play Analyzer can be used with a PCI-E NIC to connect directly to the network under test. It can also be 
used with a J6801B DNA and the J6803A/B DNA PRO, both with RTSM capability. Several use models are shown here.

Request a technical document portfolio of the JDSU Triple Play Analyzer from your JDSU Representative today.
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Glossary of Terms
B-RAS - Broadband Remote Access Server

EAR - Ethernet Aggregate Router

DSLAM - Digital Subscriber Line Access Multiplexers

DVB - Digital Video Broadcasting

IGMP - Internet Group Management Protocol

IPTV - Internet Protocol Television

MDI - Media Delivery Index

MOS - Mean Opinion Score

MPEG - Motion Pictures Expert Group OSI - Open Systems Interconnection RTSP - Real Time Streaming Protocol SIP - Session 
Initiation Protocol

RTP - Real Time Protocol

RTCP - Real Time Control Protocol

SHE - Super Head End

STB - Set-Top Box

VHO - Video Hub Office

VMOS - Video Mean Opinion Score

VoD - Video on Demand

VoIP - Voice over IP
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