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Viavi MTS/T-BERD 5800v2
Software Update Instructions
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Scope

There are thremethods toupdae T-BERD 5800v2 software:
1. Networkupgrade Use this method to update yowBERD viaan Internetconnection
2. USBupgrade Use this method to update yowwBERD witha USB thumb drive
3. StrataSynwpgrack - Use this method if your-BERD 5800v2 is managed usiNgavi’ StrataSync
Asset Management system.

The T-BERD must be connected to AC Power, regardless oftepdathod.

1. Network Upgrade

Step Action Details
1. Power On Pressand holdthe ON/OFF button to turn on theBERD 5800s2.
2. AC Power Connect the AC power adapterthe

power connectoon the side of the
T-BERD 5800v2

3. LAN Connedbn Connect the Ethernéanagement

Ethernet

Port on thesideof T-BERD 5800/2 Management
to anetwork connection with internet ’ 3
access, usinGAT 5E or better cable comector N
4. System Press the System icpw, at the top of the starttp screento display the

System Menu.
I -SystemI Tests Fiber()ptics

.gSystem T-BERD 5800-100G Version 25.5.0

W %™ E

Files usB Bluetooth Network Power Management

T ® W W U

Date and Time Region Display Remote Upgrade

Test Set Lock Audio System Info StrataSync Video Player

&

Web Browser Job Manager

&
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-
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5. Network Settngs Press the Network icc network , to displayLAN Settings SetlP Modeto

6. Upgrade

V1AV

“DHCPOo for automatic IP address assignmenitS t a tfor ncagual input.
E-. Systeml 28] Tests Fiber‘l’.‘lptics

BERT
LofSystem > &Network T-BERD 5800-100G Version 25.5.0
EE
= Wi-A IP mode Stat'kc + | MAC address: 00:80:16:92:E1:A0
- I IP address pHcP Subnet mask [255.255.255.0 |
) Gateway [10.12.60.1 | DNs server [10.12.10.52 |
& Proxy & Security
IPv6
IPv6 mode [Disabled B l

After configuring LAN settings, press the System .M to redisplay
the System Menu.

Press thé&Jpgrade icor vreede | to display upgrade methods.

* System @ Tests Fiber()ptics

&tSystem > . Upgrade T-BERD 5800-100G Version 25.5.0

Select your upgrade method:

© use
Upgrade from files stored on a USE flash drive.

= |

Download upgrade from a web server aver the network.

w Start Over
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Network Upgrade Press

) Network
Download upgrade from a web server over the network.

to display
upgrade settings. Ensure tisgrver Address= “ 58 00v 2. updat ¢

{otSystem > ' Upgrade

MTS 5800 V2 Version 25.5.0

Enter the address of the upgrade server:

Server address | 5800v2.updatemyunit.net

Enter the address of the proxy server, if needed to access upgrade server:

Proxy address Type

2 Connect
Query the server for available upgrades.

@ Connect
h f ilabl des.
7. Connect Press Query the server for available upgrades. to show

the upgrade versions available at upgrademyunitStatt UpgradBress

Start Upgrad s/ oK initi
, and pess to initiate the upgrade.

. |
& System Tests FiberOptics

2tSystem > s Upgrade

T-BERD 5800-100G Version 25.5.0

Name | Upgrade Version | Date [ Installed Version | Date
BERT - 25.5.0 08/16/2017 25.5.0 08/16/2017
Instrument Setup — 16.22 07/17/2017 16.22 07/17/2017
Fiber Optics - 16.22 07/17/2017 16.22 07/17/2017
k

{aprevious B Next

. Start Upgrade
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2. USB Upgrade
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Details

Step Action

1.

2.

Udatemyunit.net

5800v2

3. Download

V1AV

an internet browser on your PC or laptop

Sin

O JDSU - JDS Uniphase Corp X
o C' | updatemyunitnet Qsy =

\) JDSU Site for Automatic Platform software update

You know us because you depend on our technology every day.

e
[ Zf T-BERD®/MTS-2000 Platform T-BERD®/MTS-4000 Platform
Yan,,
R I']  nttp:i2k updatemyunit.net http://dk.updatemyunit.net
.o T-BERD®/MTS-5800 Platform
T-BERD®/MTS-5800 V2 Platform

Model Numbers 5801, 5801P, s o Y
5802, 5802P, 5812, and 5812P \ = Model Numbers 5811PL and 5822P
; http://5800v2.updatemyunit.net

http://5800.updatemyunit.net

T-BERD®/MTS-6000 Platform

with SN < 10000 __ T-BERD®/MTS-6000 and 6000A Platform
http://www.jdsu.com/... with SN >= 10000
http://6k.updatemyunit.net
m T-BERD®/MTS-6000A V2 Platform
s

T-BERD®/MTS-5800 V2 Platform
Model Numbers 5811PL and 5822P

http://5800v2.updatemyunit.net

Click on

to diplay theT-BERD 5800v2 upgrade portal
‘8 T-BERD®/MTS-5800 V2 Platform Update - Internet Explorer provided by JDSU ==
@C- & httpy//5800v2 updatemyunit.net v| &[4[ x 1.2 ing L
1.7 Favorites |3 T-BERD®/MTS-5800 V2 Platfor... v B » 2 = v Pagev Safety~ Tools~ @~

T-BERD®/MTS-5800 V2 Platform Update

On your unit setup the System->Upgrade- >Network->Server address with : 5800v2.updatemyunit.net

Then press the Connect button

- [
< pawnload self-extracting archive for use with a USB stick upgrade here:

wsEaT s 8.0 28/07/2018

- 14.50 17/07/2015

L b Tastesment Sato ¢ 5
== 1% BasesBOOV2-Bert-5.0-Fiber-15295.exe [561.948 M) optice - S A

&
Older software releases are available here

m
@ Internet | Protected Mode: Off i v *100% ~

&,
Click on the US/Canadian Fla®~* I and cIick to downloal

the current software revisidrom the North American download server.
There are choices for EMEA and APAave it to your desktop.
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4. USB Stick

5. Extract

6. Eject
7. Power onT-BERD

8. AC Power

9. USB

10.  System

Page6 of 10

Insert a USB thumb drive into the USB port on your PC or laptop

Openand runthe downloaded fileerter thepath of the USB stick, and press

to extract files.

< Base5800v2-Bert-5.0-Fiber-15295 | =]

:"' "‘:, TB-5800 Upgrade Contents

BERT 5.0 29/07/2015
Instrument Setup 14.50 17/07/2015
Fiber Optics 14.50 17/07/2015

Please, enter the path of the USB Stick:

E:\

Safely eject the USB drive from your PC or Laptop
Pressand holdthe ON/OFF button to turn on theBERD 5800v2.

Connect the AC power adapter to the
power connector on the side of the
T-BERD 5800v2.

Connect thaJSB ThumbDrive to one
of theUSB ports on the side ofhe
T-BERD 5800v2 An 8GB or smaller
drive is recommended.

Press the System icw, at the top of the statip screen, tdisplay the
System Menu.

VE mts5800-0143:0 ElEES
I SystemI Tests £.d Fiber Optics nc

oiSystem T-BERD 5800 V2 Version 2.0 \)

un

Files UsB Bluetooth Network Power Management

T @ W O ow U

L
Date and Time Region Display Remote Upgrade

8O - @

Test Set Lock Audio System Info StrataSync Video Player

&

Web Browser
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11. Upgrade

12. USBUpgrade

13.  Start Upgrade

VIAVI

Page7 of 10

Press the Upgrade icc upgrade | to display upgrade methods.

VE mts5800-0143:0

oiSystem > S Upgrade

. N
T-BERD 5800 V2 Version 2.0 \/

Select your upgrade method:

use
Upgrade from files stored on a USE flash drive.

IO Network

Download upgrade from a web server over the network.

) start Over

© use

Upgrade from files stored on a USB flash drive.

Press

available on the USB stick

to display upgrade versien

VE mts5800-0143:0
53] Tests Fiber Optics

System

orSystem > S Upgrade

===
5 B 00N

™,
T-BERD 5800 V2 Version 2.0 A/

Name Upgrade Version Date Installed Version Date
BERT 5.0 07/29/2015 2.0 07/24/2014
Instrument Setup 14.50 07/17/2015 13.30 07/22/2014
Fiber Optics 14.50 0717/2015 13.30 07/22/2014
]
$aPrevious ) Next % Start Upgrade
Q) Start Over

0K . ey
Press. Presa to initiate the upgrade.
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3. StrataSync

Step Action
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Details

1. Power On

2. AC Power

3. LAN Connecibn

4. System

Pressand holdthe ON/OFF button to turn on theBERD 5800v2.

Connect the AC power adapter to the
power connector on the side of the
T-BERD 5800v2.

Connect the Ethernet Management B
Port on the side of-BERD 5800v2 e i
to a network connection with internet oo B
access, using CAT 5E or better cable. Connector

Press the System iccw, at the top of the staup screen, to display the
System Menu.

VE mts5800-0143:0 (=B [R]
T \
_ System Tests Fiber Optics ne el
o . i N
uSystem T-BERD 5800 V2 Version 2.0 7
g . o -
§ —
—
ﬁ —
o —
Files usB Bluetooth Network Power Management
e .
O — =4
Date and Time Region Display Remote Upgrade
i’ ﬂ SN eASSSTRINT .?.
- | i — 6
Test Set Lock Audio System Info StrataSync Video Player
Web Browser
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5. Network Settings  Press the Network icc nework , to display LAN SettingsSetIP Mode to
“DHCPfoor aut omati c | P Sd dadfor mangal irpst.s i g |
‘mt5580070143:0 (=] =3 [=]

© System| &3] Tests Fil:xerOpth:s

- : A Y
oiSystem > "= Network T-BERD 5800 V2 Version 2.0 o
f@wan 1Pv4
= Wi-Fi

1P mode MAC address: 00:80:16:92:17:A2

. Certificates Static
<4 3G Service 1P address DHCP Subnet mask 255.255.255.0
& Proxy & Security Static

Gateway 192, T08. 1.1 DNS server 192.168.200.1

IPVG

1Pv6 mode Disabled H
VLAN
T —

After configuring LAN settings, press the System |M to redisplay
the System Menu.

6. StrataSync Press thé&trataSynacon,statasyne | to displayStrataSyn&Settings. Ensure
thatAccount ID andTechnician ID match those of yougtrataSyn@account
lmt5580070143:0 (== [=]

. System Tests Fiber Optics W

1
01132015

{System > —«StrataSync T-BERD 5800 V2 Version 3.0 \)

Server address stratasync.jdsu.com

Proxy server

Account ID 24610543

[
[
[
[

Technician 1D 152450

Start sync successfully synchronized with server.

3 = o J
Configuration Report Option Upgrade
\
7. Sync Press to sync your FBERD 5800v2 andhitiate upgrads

authorized by your StrataSync System Administrdf@n upgrade has been
assigned you will receive a mess&ga telling you that an upgrade is
available and prompting you to OK or Cancel. If you were expecting an
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upgrade notification and did not receive one during your sync to Stratasync,
contact your company’s Stratasync
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